Series E18 — Documentation driver's cab
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Animated and controllable driver's cab - control elements diagram




1 Operating lever for windscreen wipers

2 Train heater indicator (Volts) - active with clutch in "active" position and in clutch condition
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3 Catenary indicator (Volts) — active when pantographs are extended

4 Indicators for the current tractive effort of motors 1 to 4 and catenary (Ampere)

5 Reverser selector lever (drive forwards/backwards control)

6 Throttle control lever

7 Speed indicator

8 Driving stage indicator

9 Clock

10 Operating lever for signal horn

11 Brake pressure indicator (brake pressure cylinders 1-3) and main line brake pressure
12 Control lever for locomotive brake

13 Selector lever for fans ("Engine") - only in the front driver's cab with animation

14 Compressor selector lever - only in the front cab with animation E.g. tip text "Throttle-R"



Welcome to your new workplace - the driver's cab of the E18 series!

All operable controls described in the diagram are in the driver's cab view (call up via key 8)

simply selected in EEP using the mouse pointer and moved by pressing the left mouse button.

The shift key is used in addition to the left mouse button to reset the controls. All controls

are also provided with a tip text in the driver's cab view, so that you can easily recognize which element

you just control.

| hope you enjoy the model!

Yours,
Alexander Geist (AG3)



